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ASSEMBLY INSTRUCTIONS
Bead Applicator

INSTRUCTIONS
Review ALL instructions before beginning assembly.

These instructions are provided to avoid problems that may occur 
from improper assembly or installation. 

STEP 1

STEP 2

STEP 3

STEP 4

STEP 5

Place a Leg (A) into each side of the Foot (C) matching the 
applied labels. Secure with 5/16” Bolt (D) and 5/16” Locknut (F).

Place Handle (B) into Foot (C) and secure with 5/16” Bolt (D) 
and Locknut (F).

Remove the Clip (J), Washer (I) and outside Collar (H) from the 
Wheel Axle (G). Slide on a Wheel (K) to each side, followed by 
a Collar (H). Tighten set screw in Collar with included Allen Key 
(M) to keep wheel in place.

Place Wheel Axle (G) between the Legs (A). Secure with 
Washer (I) and Clip (J).

Place Tank (L) on the two 3/8” Bolts, secure with two
3/8” Wing Nuts (E)

TOOLS NEEDED:
• Adjustable Wrench

         WARNING!
Don’t attempt to repair or modify parts that are broken or 
defective. Please contact a representative immediately. 

ASSEMBLY TIPS:
Remove hardware from box and sort by size. Please check to 
see that all hardware and parts are present prior to assembly. 
Please follow the instructions in the same sequence as 
numbered to assure fast & easy assembly.
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